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The filter's large surface area is electrostatically charged for catching 

microscopic dust and smoke particles. Only clean air which has passed 

through the filter is allowed in for cooling. Therefore, even projectors used 

in harsh conditions remain clean inside, preventing such troubles as 

brightness degradation.

Lamp life has increased to 3500h in high brightness mode. This is an 

improvement of 1.4 times that of conventional lamps, thus reducing 

running costs. 

Maintenance is simple 

because it is possible 

to change the filter or 

lamp without removing 

the main body from the 

ceiling mount.

High Reliability

Easy Maintenance

Easy to Install Control Projectors Individually　

6000’s Successor in Dust and Smoke Resistance

Increased Lamp Life 

This is a convenient feature in 

rooms where there are 

obstacles that prevent the 

set-up of the projector in 

certain locations. The 

EMP-6010 can project a 60" 

screen from just 1.8m away.

It is possible to tie the 

projector into the room’s 

main power source or a 

central controller in a 

room so that when you 

turn main power source 

the projector is also 

activated.

Individual ID codes can be 

allocated among multiple 

projectors, allowing each 

projector to be operated 

separately using the 

remote controller to switch 

between ID numbers.

1.6x Zoom: 
Wide Range of Set-up

Direct Power-ON/OFF Operate Multiple Projectors Individually
with a Single Remote Controller

Filter / Lamp Change

Greater reliability and practicality
3000 ANSI lm

1.8 m
60 inch

It is equipped with a cleaning notification function 

capable of sensing a clogged filter and letting you know 

proper cleaning intervals through an indication on the 

screen and an LED on the main body.

Air Filter Cleaning Notification

Filter cleaning notice as indicated on the screen

Other 

Wide Range of Operational  Environments
(Temperature: 0˚C ~ 40˚C, Altitude: ~3,048m)

Multi-screen Color Adjustment

“L”-shaped User Friendly Indicator

600:1 Contrast Ratio

Anti-theft Security Bar

AMX Device Delivery
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EPSON Customer Service Centre
Unit 517, Trade Square, 681 Cheung Sha Wan Road,

Cheung Sha Wan, Kowloon, Hong Kong

20/F., Harbour Centre,

25 Harbour Road, Wanchai, Hong Kong

Enquiry hotline : (852) 2827 8711

Technical hotline : (852) 2827 8911

URL: www.epson.com.hk

EPSON HONG KONG LIMITED
20/F., Harbour Centre,

25 Harbour Road, Wanchai, Hong Kong

2 years Onsite Warranty
Service to be provided for local purchase only.

#  The warranty service can be extended by purchasing 
EPSON COVERPLUS Extended Warranty. 
For more information, please contact EPSON 
customer support.


