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The VPL-CS3 ultra-portable travel projector delivers great
picture quality and big projector features at a price that’s
surprisingly affordable. Beautifully designed to enhance any
business presentation, the VPL-CS3 slips into its supplied
carry bag to offer "any time, any place" presentations in 
an ultra-compact, lightweight package weighing just 
2.4 kg [approx].

The rugged yet elegantly styled casing of the VPL-CS3
ensures that lens and controls are guarded against
accidental damage during travel behind a protective 
flip-down control panel. Set-up is quick and easy thanks 
to APA image optimisation and digital keystone adjustment
for a true, square picture. Fuss-free connection with
virtually any desktop or notebook PC, DVD player or VCR
means you can be ready for action in moments, and the
card-sized remote controller ensures that you stay in
control of your presentation at all times.

Projecting clear, pin-sharp images at true SVGA (800 x 600)
resolution with a brightness of 650 ANSI lumens, the 
VPL-CS3 packs other business-friendly features like a
whisper-quiet fan to keep distracting noise to a minimum
and inbuilt stereo speakers to add extra audio impact to
your presentation. All in, the ultra-portable VPL-CS3 offers
a lot more projector for your money.

Designed for the road
With lens and controls protected by a flip-down front cover, the
tough lightweight casing of the VPL-CS3 guards against
accidental knocks on the road. 

Stereo Speakers
In-built stereo speakers add extra audio impact to heighten the
effectiveness of any presentation.

Multiscan Converter
The on-board scan converter accepts a wide range of input signal
sources including composite, component or RGB video, as well as
PC signals up to XGA resolution. 25 presets make selection of the
right signal mode for any connected device simple.

Digital Keystone Correction
Keystone correction compensates digitally for unwanted
"trapezium" picture distortion via the On-Screen Display or
supplied remote control unit. Images can be projected with the
correct geometry even where installation space is limited.

APA (Auto Pixel Alignment)
APA takes the headache out of projector set-up, offering single-
button "press and play" display optimisation for optimum picture
performance every time.

Height Adjuster
Shooting angle can be adjusted using the height adjuster for even
more flexible projector setup and any presentation conditions.

OSD
The clear multi-language On-Screen Display guides you through
straightforward input source selection and picture set-up.

PrimeSupport (available in EU, Norway and Switzerland)
A one year PrimeSupport warranty, the after sales programme
developed by Sony BPE, guarantees your peace of mind by
providing specialist telephone support and loan unit replacement
in the event of product failure.

A better image for your business – 
at a price you can afford Features



Optical

Projection system 3 LCD panels, 1 lens projection system

LCD panel 0.7-inch p-Si TFT LCD Panel

1,440,000 pixels (480,000 pixels x 3)

Projection lens 1.3 times zoom lens, F1.8 to 2.2, f 28.4 to 34.0 mm

Lamp 120W UHP lamp

Screen coverage 40-150 inch viewable area measured diagonally

Light output 650 ANSI lumens

Throwing distance

40-inch 1586 to 1837 mm

60-inch 2402 to 2777 mm

80-inch 3217 to 3716 mm

100-inch 4033 to 4656 mm

120-inch 4849 to 5596 mm

150-inch 6072 to 7005 mm

Signals

Colour system NTSC, PAL, SECAM, NTSC 4.43, PAL-M, PAL-N

Resolution VIDEO: 600 TV lines  RGB: 800 x 600 pixels

Acceptable signals RGB (fH: 15-70 kHz, fV: 48-85Hz), 15 kHz component 50/60 Hz,

composite video, Y/C video

General

Cabinet colour Silky Silver 

Speakers 0.5W x 2  Stereo Speakers

Power requirements AC 100 to 240 V, 50/60Hz

Power consumption Max 190W, Standby 5W

Operating temperature 0 to 35º C (32 to 95º F) 

Operation Humidity 35 to 85%

Mass Approx. 2.4 Kg (5 lb 5 oz)

Size (WHD) 275(W) x 65(H) x 214(D) mm (10 7/8 X 2 5/8 X 8 1/2 inches)

Inputs/Outputs

VIDEO 

Composite : Phono, 1.0 Vp-p ± 2 dB, sync negative, 75 Ω

Y/C In Mini DIN 4-pin

Y 1.0 Vp-p ± 2 dB, sync negative, 75 Ω

C 0.3 Vp-p ± 2 dB, 75 Ω

INPUT A

Analogue RGB/Component HD D-sub 15-pin (female)

R/R-Y 0.7 Vp-p ±2 dB, positive, 75 Ω

G 0.7 Vp-p ±2 dB, positive, 75 Ω

G with Sync/Y 1.0 Vp-p ±2 dB, sync negative, 75 Ω

B/B-Y 0.7 Vp-p ±2 dB, positive, 75 Ω

SYNC/HD

Composite sync 1.0 to 5.0 Vp-p, high impedance positive/negative

Horizontal sync 1.0 to 5.0 Vp-p, high impedance positive/negative

VD

Vertical sync 1.0 to 5.0 Vp-p, high impedance positive/negative

AUDIO IN Stereo mini jack, 500 mV rms, impedance more than 47 kΩ

Safety Regulations UL1950, cUL (CSA No.950), FCC Class B, IC Class B, 

NEMKO (EN60950), CE (LVD, EMC), C-Tick, CCIB
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All rights reserved. 

Reproduction in whole or in part without permission
is prohibited.

Features and specifications are subject to change 
without notice. 

All non-metric weights and measures are approximate.

Sony and Sony PrimeSupport are registered
trademarks of the Sony Corporation.

Control Panel

Connector Panel

ACCESSORIES

Supplied:

Remote Commander  RM-PJ2 

Monitor Cable (2m)

CR2025 Battery x1

Carrying Bag

Air Filter

Operation manual x1

Quick reference Sheet

Ferrite core for power cord

One year PrimeSupport warranty

Optional: 

Projector Lamp LMP-C121

Monitor Cable SMF-410

Signal Cable SMF-402

Macintosh adaptor ADP-20 (Mac – VGA)

Extended PrimeSupport warranty


